
Application 

The CDUF Conical Charge can be used in wet weather conditions 

and underwater but the performance will be severely reduced if a 

body of water is present between the underside of the copper cone 

and the target. The initiator gland is designed to be used with 

various initiators but it is the responsibility of the user to determine 

their suitability with their chosen explosive fill. 

Description 

The CDUF Conical Charge comes packaged inside an approved 

container. After opening the container lid, the following items can 

be seen: 

 four wooden standoff legs 

 a plastic tamping tool  

 the CDUF Conical Charge Empty   

These are all restrained in place with internal packaging. The legs 

and tamping tool need to be removed before the CDUF Charge 

can be lifted out. 

The CDUF Conical Charge Empty consists of a circular plastic body 

containing a copper cone. A plastic bottom mounting flange retains 

the copper cone in position. A plastic lid, with a pre-threaded hole 

to accept an initiator gland, closes the product and four wooden 

standoff legs locate the product at the correct distance from the 

target.  

A bottom mounting flange, containing various mounting features, 

retains the copper cone in position and is assembled to the charge 

body and pin locked to prevent accidental disassembly. 

The lid of the product contains the same mounting features as the 

base and when placed over the charge body with the locking 

features engaged, locks into place with a small clockwise rotation.  

Product Limitations 

The CDUF Conical Charge has been proven to be 

usable between temperature extremes of  –46oC and 

+71oC.  

The CDUF Conical Charge Empty has an infinite 

design life, however once filled with the Users 

explosive material of choice, it is the Users 

responsibility to identify the approved, filled design 

life. 

The plastic mandrel 

(dummy detonator) 

should be used when 

screwing the initiation 

gland into the lid to 

create a void in the plastic 

explosive fill prior to a 

live initiator being used. 

References  

NSN Empty 1375-99-958-9926 

NSN Filled 1375-99-905-0908 

Hazard Class 1.1D 

UN Number 0048 

NEQ Filled 12kg 

Gross Weight 23.5kg 

Proper Shipping Name CHARGES, DEMOLITION 

The plastic tamping tool. 

Charge Demolition User Filled  

(Conical) 

Energetic Systems       

The CDUF Conical Charge is intended to be 

used as a demolition charge for creating linear 

holes in various types of targets (e.g. concrete, 

steel, soil ).  
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